
Killarney Plastics Ltd, outdoor meter cabinets are manufactured in Ireland from Glass

Reinforced Plastic (GRP), and comply with the National Code of Practice for 

Customer Interface, 3rd Edition 2002 and the ESI standard, 12-3.

National Code of Practice for Customer 

Interface - 3rd Edition 2002

Enclosures for Domestic Metering Equipment 

- particular to domestic installations

• Only ESB equipment should be fitted in outdoor 

metering cabinets

• Diagram A (overleaf), shows a typical outdoor 

metering cabinet

• Where it is clearly impossible to fit ESB equipment 

into an accessible outdoor location, the local ESB 

office should be consulted at planning stage, to 

determine the most suitable location

• Where the outdoor locations are permitted, an 

enclosure shall be provided for ESB equipment.

See page 47 of the Code of Practice 3rd Edition 2002

Note: To comply with ESB regulations, all outdoor meter cabinets must be supplied with  ‘National Code of Practice Interface - 3rd Edition 2002’, replacing 2nd Edition, issued 1994

Typical location of outside metering 

cabinet at the side of a house. Suitable 

location also for a gas metering cabinet 

manufactured by Killarney Plastics Ltd.

We manufacture an exntesive range 

of products including:

• electrical metering box

• temporary supply meter box

• recessed gas meter box

• surface mounted gas box

• ground mounted gas box

• 63mm Riser cover

• 32mm Riser cover

• cable (ETU) box

2004 specification outdoor metering cabinet

The ‘slam shut’ lock

Typical layout within outside box.

Note: cable entry and exits at the bottom

of the box. Customer cable may also enter

through a predrilled hole at the bottom

right hand side of the box.


